
 

  

  Pro Scenes Build Instructions 

 
Each 4 pack Includes:  4- 23.5” x 23.5” Fire Rated PVC design panels, Hardware is provided 
additionally to meet your needs. 
 

 
 
A few things to note before building: 
-Everything should be built using no tools. 
-You will have extra parts, those are spares. 
-Your first row is the most important, make sure your first row is level and the rest will be easy. 
-If you are using Pipe and Drape, ensure it is properly setup, designed, and sandbagged to hold the 
additional weight of the Pro Scenes Panels. 
-If renting, please return your products in the same boxes they were shipped in.  Ensure that no 
hardware makes it into the panel boxes as that can cause damage in shipping. 
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Step 1: 
Use captive 4 way tie and 2 way tie connectors to attach to truss, pipes, or line sets. 
 

    
 
Or 
 
Utilize our Pipe and Drape Clamps to hang on top of standard pipe and drape. Our pipe and drape 
hangers are bendable and can bend to fit larger pipes.  Make certain to bend all clamps back to their 
original shape before attaching connectors.  Once on your pipe and drape, attach 2 way connectors 
(on the edges) and 4 way connectors (in the center) to your Pipe and Drape clamps using the 
provided black cap nuts. 
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Step 2:  
Attach your first row of design panels to your connectors.  Simply slide your panel over the captive 
screws and tighten the connectors and panels together with cap nuts.  Fully hang each panel before 
moving to the next.  Make sure your hangers are level to ensure a seamless build all the way to the 
floor.   
 

       
 
Step 3:  
Once your first row of panels is completed you will add a row of connectors on the bottom half of the 
top row of design panels.  Utilize 2 way connectors on the edges and 4 way connectors in the center.  
Once this row of connectors is added every bolt hole in the design panel should be filled. 
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Step 4: 
Hang additional design panels to the connectors that were just added.  The top of these panels will 
connect to the bottom of the previous row of connectors. 
 

        
 

Step 5: Repeat steps 3-4 until you reach your desired height. 
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Step 6: 

To finish your last row, add 2 way connectors across the bottom section of your backdrop panels. 

   
 
Step 7:  

Add a single loose bolt and cap nut to the bottom corners of your backdrop 
 

     
 
Step 8:  

Enjoy your finished product! 
 
 

 


